
   Updated 2022 

Gas Range and Oven Clean and Tune 
 

I. Test for gas leaks in the gas piping in and around the range and oven.  Fix any leaks that are present. 

A. OVEN 

1. Remove aluminum foil and any combustibles in the oven. 

2. Brush down and vacuum all dirt, soot, and rust from burner sections and oven area. 

3. Remove burners or burner tubes and brush down to remove dirt, soot, and loose rust. Clean all flame ports.  

Inspect tubes for cracks. 

4. If equipped with adjustable needle-and-seat-valves adjust fuel-air mixture to reduce CO. 

5. Clean gas orifices and ensure proper size and type. 

6. Clean pilot orifice and test unit & record CO readings on the Mechanical Testing Form in the Cook Stove 

CO Testing section. 

 

COMMENTS: _____________________________________________________________________________________ 

__________________________________________________________________________________________________  

 

B. STOVE BURNERS 

1. Brush down and vacuum all dirt, soot, and rust from stove burner sections. 

2. Remove burners or burner tubes and brush down to remove dirt, soot, and loose rust. Clean all flame ports.  

Inspect tubes for cracks. 

3. If equipped with adjustable needle-and-seat-valves adjust fuel-air mixture to reduce CO. 

4. Clean gas orifices and ensure proper size and type. 

5. Clean pilot orifices. 

 

COMMENTS:  _____________________________________________________________________________________ 

__________________________________________________________________________________________________ 

 

II.         TESTING UNIT 

1. Prior to testing make sure oven is free of combustible items. Turn the oven on and set it to bake on high 

temperature. Sample the CO level in exhaust gases at the oven vent and in the ambient air nearby after 5 

minutes. 

 

Performance 

Indicator 
 Standard  Test Location & Action Needed 

     

Oven CO 

 < 225 ppm (as measured) 

after 

5 minutes 

 Location: Insert probe in the vent sleeve before dilution air. 

Action: If CO is between 100 and 300 ppm recommend a 

carbon monoxide detector. 

 

 

 

 

 

 

 
These requirements can be referenced on pg 14 of BPI 1200 Standard. 
 

http://www.bpi.org/sites/default/files/ANSI%20BPI-1200-S-2017%20Standard%20Practice%20for%20Basic%20Analysis%20of%20Buildings.pdf

